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SUBJECT

Small Open Principal User Processor (OPUP) Installation.

PURPOSE

To provide instructions on installing the new Small OPUP hardware and test it to ensure it
is operating correctly. The Legacy Principal User Processor (PUP) functionality is being
replaced by the Small OPUP. The authority for this TCTO is Engineering Change
Proposal (ECP) 098, OPUP - Spiral | - PUP Hardware Rehost and Software Redesign to
Support Association to Multiple RPGs and ECP 0163 - OPUP Spiral 2 Including the
Addition of Navy OPUPs.

For additional information concerning this document, contact the ROC Hotline, Norman,
OK; phone number: (800) 643-3363 or (405) 366-2980 or by e-mail at
NEXRAD.Hotline@noaa.gov. An electronic copy of this document can be found at the
following internet address:

www.roc.noaa.gov/ssb/sysdoc/techman/tmlinks.asp

SITES AFFECTED

See ATTACHMENT 6.

ESTIMATED COMPLETION DATE

This modification must be completed and reported within 60 days of receiving this
document and Kkit.

TCTO 31P1-4-108-607, dated 12 February 2003, MUST be completed before installing
the OPUP.

Sites listed in ATTACHMENT 6, Table 3, who will not receive a Small OPUP will dispose
of their Legacy PUP on 1 September 2004. DO NOT remove the Legacy OPUP from
service prior to 1 September 2004.

EQUIPMENT AFFECTED

Principle User Processor (PUP) Group.

SPARES AFFECTED

All Legacy PUP spares will be obsolete after this modification and should be removed
from local stock using AF Form 1261.


mailto:NEXRAD.Hotline@noaa.gov, jerrod.t.walker@noaa.gov ?subject=Additional%20Information%20for%20TCTO%206XX
www.roc.noaa.gov/ssb/sysdoc/techman/tmlinks.asp
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MODIFICATION ACCOMPLISHED BY

This modification will be performed by a representative from the PUP maintenance office
along with the designated Systems Administrator for the weather office.

Coordination will be required with the Radar Operations Center (ROC) and the Radar
Product Generator (RPG) site for the communications switch over.

Sites listed in ATTACHMENT 6, Table 2 will have their OPUP installed by the ROC.

The site operations NEXRAD focal point is responsible for reporting the completion of this
modification.

MATERIALS REQUIRED

Each site should have the designated place already selected for the installation of this
equipment. The operations area should have the required power outlet and the relocated
dedicated and dial connection, located within 6 feet.

UD86 Mod Kit - This equipment may be shipped to the site from 2 different places, the
ROC and National Reconditioning Center (NRC). The equipment that needs to be
configured and have software loaded on it will have that work done at the ROC. This
includes the Processor, Communication Router, and Dedicated External Modem.

The following components will be shipped from the ROC:

Nomenclature

Part Number

NSN

Qty

UD86A2 - Processor
(SunBlade 150)

2300040-301

NWS0-31-260-0002

UD86A2A1A50 Country
Kit

2210045-202

NWS0-31-600-0001

UD86A5, Switch

2200120-203

NWS0-31-150-0003

UD86A6 - Dedicated
3261 Dedicated External
Modem

1219739-211

5895-01-481-8672

UD86A7 - Archive IV
Drive (Plextor)

2200121-201

NWSO0-31-150-0004

UDB86AS8 - 2300033-301 NWS0-31-220-0008
Communication Router

(Cisco 2620)

UD86A14 - Power Strip

86W1 Cable 2320091-301 NWS0-31-150-0005
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Nomenclature Part Number NSN Qty

86W2 Cable 2320081-303

86W3 Cable 2320092-301 NWS0-31-150-0006

86W4 Cable 2320024-306

86W10 Cable 2320090-301

86W11 Cable 2320022-302

86W12 Cable 2320022-302

86W13 Cable 2320022-302

10 ft Power Cords 2320089-301 NWS0-11-360-0003

86W50-86W51 and

86W53 - 86W55

Power Cord 86W52

* OS Load Media/ N/A N/A

Applications CD-ROM

Media Report N/A N/A

Mouse Pad N/A N/A

Archive IV CD-ROM N/A N/A

disks

System Allocation N/A N/A

Document (SAD)

**Box, with ESD Packing | N/A N/A

**Federal Express Label | N/A N/A

The following components will be shipped from the NLSC:

Nomenclature Part Number NSN Qty

UD86A1 - 21 inch
Monitor

2200118-201

NWS0-31-200-0001

UDB86A10 - Smart UPS

2210053-201

NWS0-31-150-0001

* Will not be used in the procedures, but are sent for restoral purposes.

** Will not be shipped to sites that do not have a legacy PUP.
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SOURCE OF MATERIALS

Kits are requisitioned by the ROC Retrofit Management Team and shipped at no cost to
the site.

SPECIAL TOOLS AND TEST EQUIPMENT REQUIRED

Not applicable.

TIME AND PERSONNEL REQUIRED

Work Phases Work Hours
Unpacking 0.2
Assembly 1.3
Coordinate Communications Switch Over 1.0
Operational Check 0.5
Total Work-hours 3.0
DOCUMENTS AFFECTED

The following technical manuals will be obsolete upon completion of this TCTO:

a. Maintenance Instructions, Principal User Processor, dated 15 January 1996
NWS: EHB 6-530
DoD: AF TO 31P1-4-108-182
FAA: Tl 6345.1 V15
Navy: EEM400-AE-MMM-010/WSR-88D

b. Operations Instructions, Principal User Processor Group, dated 22 February 1995
NWS: EHB 6-531
DoD: AF TO 31P1-4-108-61
FAA: T16460.1 V16
Navy: EM400-AF-OPI-010/WSR88D

c. User’s Guide, Principal User Processor/Radar Product Generation Operational
Position (PUP/RPGOP), dated 3 February 1995
NWS: EHB 6-531-1
DoD: AF TO 31P1-4-108-78-1
FAA: 6460.1 V31
Navy: EM400-AG-GYD-010
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d. Commercial Off the Shelf (COTS) Manual Tektronix Incorporated Model 4693DX
Color Image Printer User Manual, dated 15 April 1993
NWS: EHB 6-532
DoD: AF TO 31P1-4-108-138-1
FAA: 6460.1 V18
Navy: EM400-AH-OPI-010/WSR-88D

e. Commercial Off the Shelf (COTS) Manual Model 4693DX Color Image Printer, Part
Number 4693D Field Service Manual, Print Engine Information, dated 15 April 1993
NWS: EHB 6-533 Vol 1
DoD: AF TO 31P1-4-108-132-1
FAA: Tl 6460.1 V23
Navy: EM400-AJ-MMM-010

f. Commercial Off the Shelf (COTS) Manual Model 4693DX Color Image Printer, Part
Number 4693D Field Service Manual, Interface Information, dated 15 April 1993
NWS: EHB 6-533 Vol 2
DoD: AF TO 31P1-4-108-132-2
FAA: T16460.1 V24
Navy: EM400-AJ-MMM-101

The following manuals will replace the obsolete manuals listed above:

a. Operations Instructions, Open Principal User Processor (OPUP), dated 15 January
2004.
NWS: EHB 6-536
DoD: AF TO 31P1-4-108-459-1
Navy: EM400-AT-OPI-010

b. Maintenance Instructions, Open Principal User Processor (OPUP) Small, dated 15
January 2004.
NWS: EHB 6-538
DoD: AF TO 31P1-4-108-458-2
Navy: EM400-A3-MMO-010

13. VERIFICATION STATEMENT

This modification was successfully performed at Buckley AFB, CO.
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DISPOSITION OF REMOVED AND REPLACED PARTS/MATERIALS

The Legacy PUP is to be powered down in accordance with TO 31P1-4-108-182,
paragraph 4-3.4. The legacy PUPS will be turned into the appropriate supply office using
the supplied AF Form 1261. (See ATTACHMENT 7 for an example)

Sites listed in ATTACHMENT 6, Table 3, that do not receive an OPUP will dispose of their
legacy PUPs using AF Form 1261 (See ATTACHMENT 8 for a sample form). The legacy
PUPs are to be removed from service on 1 September 2004. DO NOT remove the legacy
PUP from service prior to 1 September 2004.

All dedicated modems, Codex 3263, will be removed from the modem rack and shipped
back to the NRC for restock, using the box, ESD packing, and Federal Express Label
provided in the kit.

PROCEDURES

Perform the procedures in the following attachments:

« ATTACHMENT 1 SMALL OPUP INSTALLATION AND CHECK-OUT

+ ATTACHMENT 2 SMALL OPUP CHECK-OUT PROCEDURE

« ATTACHMENT 3 SMALL OPUP DIAL OUT TEST PROCEDURE

+ ATTACHMENT 4 SMALL OPUP ARCHIVE IV TEST PROCEDURE

« ATTACHMENT 5 SMALL OPUP UPS TEST PROCEDURE

After the completion of the attachments above, complete the System Allocation
Document (SAD) provided in the kit, and return a copy to the ROC, Retrofit Management
Team, attention Mark Miller. The original SAD will be retained locally.

FAA DISTRIBUTION

Not applicable.

CHANGES TO TABLE OF CONTENTS (FAA)

Not applicable.

RECOMMENDATIONS FOR CHANGES (FAA)

Not applicable.
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REPORTING INSTRUCTIONS

Update the AFTO Form 95 to show TCTO compliance. Report TCTO compliance in
accordance with TO 00-20-2, Table 3-10, Rule 9.

Complete ATTACHMENT 9 and return it to the ROC by one of the following methods:
(1) Mailing Address:  Program Branch, Retrofit Management Team
WSR-88D Radar Operations Center
3200 Marshall Ave., Suite 101
Norman, Oklahoma 73072-8028

(2) Fax Number: (405) 366-6553
ATTN: Retrofit Management Team

(3) E-mail Address: NEXRAD.Logistics@noaa.gov

(4) Web Version: http://www.roc.noaa.gov/ssb/logistics/complete/


mailto:NEXRAD.Logistics@noaa.gov, jerrod.t.walker@noaa.gov ?subject=Completion%20of%20TCTO%2031P1-4-108-6XX 
http://www.roc.noaa.gov/ssb/logistics/complete/
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ATTACHMENT 1

SMALL OPUP INSTALLATION AND CHECK-OUT

Tools Required

10.

1.

12.

13.

Small flat-tip screw driver
Utility knife
Flashlight

Remove all the kit components from their boxes and inspect for any damage during shipping.
Contact the ROC if any items are missing or damaged.

Place the Processor (UD86A2) (part number 2300040-301) on the table, as shown in figure
1.

Place the Monitor (86A1) (part number 2200118-201) on top of the Processor (86A2), as
shown in figure 1.

Place the Communications Router (86A8) (part number 2300033-301) on the table, as shown
in figure 1.

Place the Dedicated Modem (86A6) (part number 1219739-211) on top of the
Communications Router (86A8), as shown in figure 1.

Place the Archive IV Drive (86A7) (part number 2200121-201) on top of the Communications
Router (86A8), and next to the Dedicated Modem (86A6), as shown in figure 1.

Place the Switch (86A5) (part number 2200120-201) on top of the Dedicated Modem (86A6),
as shown in figure 1.

Place the Keyboard (86A3) on the table in front of the Processor (UD86A2).

Place the Mouse (86A4) next to the Keyboard (86A3) on the table in front of the Processor
(UD86AZ2) or on the keyboard tray, if provided.

Place the UPS (86A10) (part number 2210053-201) on the floor, next to the PUP table, as
shown in figure 1.

Plug the power cord for the UPS (86A10) (part number 2210053-201) into a power source.
Plug the Power Strip (86A14) into a power outlet in the UPS (86A10).
NOTE

Ensure all the equipment, including the UPS, has the power switch
in the OFF position.

Install the following power cables:

A1
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ATTACHMENT 1 (Continued)

SMALL OPUP INSTALLATION AND CHECK-OUT

Install the female end (P2) (86W51) (part number 2320089-301) of the power cable into

the rear of the processor (86A2).

Install the male end (P1) (86W51) (part number 2320089-301) of the power cable into a
power outlet in the UPS (86A10). It does not matter what outlet on the UPS you use.

Install the female end (P2) (86W50) (part number 2320089-301) of the power cable into
the AC IN jack at the rear of the monitor (86A1).

Install the male end (P1) (86W50) (part number 2320089-301) of the power cable into a
power outlet in the UPS (86W10). It does not matter what outlet on the UPS you use.

Install the female end (P2) (86W54) (part number 2320089-301) of the power cable into

. the rear of the Archive IV drive (86A7).

Install the male end (P1) (86W54) (part number 2320089-301) of the power cable into a
power outlet in the UPS (86A10). It does not matter what outlet on the power strip you
use.

Install the female end (P2) (86W52) of the power cable into the 7.5 vDC jack on the
Switch (86A5).

Install the male end (P1) (86W52) of the power cable into open of the power outlet in the
Power Strip (86A14). It does not matter what outlet on the power strip you use.

Install the female end (P2) (86W55) (part number 2320089-301) of the power cable into
the AC jack in the rear of the Communications Router (86A8).

Install the male end (P2) (86W55) (part number 2320089-301) of the power cable into a
power outlet in the UPS (86A10). It does not matter what outlet on the UPS you use.

Install the female end (P2) (86W53) (part number 2320089-301) of the power cable into
the AC jack in the rear of the Dedicated Modem (86A6).

Install the male end (P1) (86W53) (part number 2320089-301) of the power cable into a
power outlet in the UPS (86A10). It does not matter what outlet on the UPS you use.

Connect the Keyboard cable to any of the USB ports on the back of the Processor (86A2).
Connect the Mouse cable to any of the USB ports on the back of the Processor (86A2).

Connect the female end (P2) of the 86W2 cable (part number 2320081-303) to the Video 1
jack on the back of the Monitor (86A1).

Connect the male end (P1) of the 86W2 cable (part number 2320081-303) to the video
connector on the back of the Processor (86A2).

A2
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ATTACHMENT 1 (Continued)

SMALL OPUP INSTALLATION AND CHECK-OUT

Connect the P1 end of the 86W3 cable (part number 2320092-301) to the SCSI card in the
PCI-1 slot on the back of the Processor (86A2). Secure all connections by finger tightening
all screws.

Connect the P2 end of the 86W3 cable (part number 2320092-301) to the SCSI IN (bottom)
connector on the back of the Archive IV drive (86A7).

Connect the P1 end of cable 86W4 (part number 2320024-306) to the SERIAL port on the
back of the Processor (86A2).

Connect the P2 end of cable 86W4 (part number 2320024-306) to the 9-pin serial port near
the top left of the back of the UPS (86A10).

Connect the P1 end of cable 86W13 (part number 2320022-302) to the NETWORK <ee> port
on the back of the Processor (86A2).

Connect the P2 end of cable 86W13 (part number 2320022-302) to the Port 2 jack on the
back of the Switch (86A5).

Connect the P1 end of cable 86W12 (part number 2320022-302) to the 10/100 ETHERNET
0/0 jack on Communications Router (86A8).

Connect the P2 end of cable 86W12 (part number 2320022-302) to the Port 1 jack on the
back of the Switch (86A5).

Connect the P1 end of cable 86W1 (part number 2320091-301) to the SERIALO jack on
Communications Router (86A8).

Connect the P2 end of cable 86W1 (part number 2320091-301) to the DTE jack on the back
of the Dedicated Modem (86A6).

Connect the P1 end of cable 86W11 (part number 2320022-302) to the LEASE LINE jack on
Dedicated Modem (86A6).

Connect the P2 end (RJ45) of cable 86W11 (part number 2320022-302) to the dedicated
TELCO jack located by the PUP location. This is the connection for the dedicated circuit.

Connect the P1 end of cable 86W10 (part number 2320090-301) to the Port 7 jack on
Communications Router (86A8).

Connect the P2 end (RJ11) of cable 86W10 (part number 2320090-301) to the dial TELCO
jack located by the OPUP location. This is the connection for the dial circuit.

If installing a Printer (86W12), perform the following steps. If not proceed to step 33.

a. Place the Printer (86W12) on a table, no further then 5 feet from the Switch (86A5).

A3
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ATTACHMENT 1 (Continued)

SMALL OPUP INSTALLATION AND CHECK-OUT

Connect the P2 end of cable 86W58 to the AC jack on the back of the printer.

Connect the P1 end of cable 86W58 to an AC power source. DO NOT connect cable
86W58 to the UPS. The UPS is not rated to support the printer.

Connect the P2 end of cable 86W14 to the Port 3 Jack at the rear of the swtich (86A5).

Connect the P1 end of cable 86W14 to the Ethernet Jack of the Printer (86A12).

33. Coordinate the communications switch over.

a.

A representative from the ROC will coordinate with the RPG site to ensure TCTO 31P1-4-
108-607 (NWS Modification Note 65) has been completed on the RPG and everything is
ready at the RPG for the communications switch over.

Contact the ROC Hotline (1-800-643-3363) to ensure everything has been done at the
OPUP site to begin reusing the old phone lines at the new OPUP equipment location.

NOTE

For the next step, the Processor should be the last device powered
ON. This ensures good communications with all of the peripheral

devices and all messages displayed on the monitor during the boot
sequence will be seen.

34. Once the communications switch over is completed:

a.

b.

g.

Power ON the UPS by pressing the I/Test button on the front of the UPS.

Ensure the Power Strip is set to the ON position.

At the Communications Router (86A8) place the power switch to the ON position.
At the Archive IV Device (86A7) place the power switch to the ON position.

At the Dedicated Modem (86A6) place the power switch to the ON position.

At the Monitor (86A1) press the power button to turn On power to the monitor.

At the Processor (86A2) press the power button to power on the processor.

35. Observe the boot sequence and report any error messages to the ROC Hotline (1-800-643-
3363).

Ad


http://www.osf.noaa.gov/ssb/documents/MOD65FNL.PDF
http://www.osf.noaa.gov/ssb/documents/MOD65FNL.PDF
http://www.osf.noaa.gov/ssb/documents/MOD65FNL.PDF

DoD: TO 31P1-4-108-613
ATTACHMENT 1 (Continued)

SMALL OPUP INSTALLATION AND CHECK-OUT
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Figure 1. Stand-Alone Small OPUP Configuration
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ATTACHMENT 2

SMALL OPUP CHECK-OUT PROCEDURE

Login to the OPUP as the System Administrator using the user name of
opupmgr<Return>. Enter Opupmgr1# followed by the <Return> key to
complete the login as the System Adminstrator.

Once the Common Desktop Environment (CDE) is displayed, click on the Netscape

globe icon on the left side of the CDE Control Panel at the bottom of the display to start the
Netscape browser.

One or more Netscape pop-up windows may appear with various messages. Click on the
OK button in each pop-up window until the Netscape home window is displayed.

Click anywhere on the grey background area of the Netscape home window to start the sign
on process.

a. Inthe Netscape: Password window, atthe User ID: box, enter OpUPMJT then

press either the <Return> or the <Tab> key to place the cursor in the Password:
box.

b. Inthe Password: box enter Opupmgri# that was used previously.
c. Click on the OK button.

From the OPUP Manager Main Menu, click on the OPUP Users Menu button to
display the OPUP User Menu window.

Perform the following steps to change the opupmgr password:
a. Atthe OPUP User Menu window, click on the Change User Password button.

b. Atthe OPUP Manager Change User Password, click inthe User Name: edit field
and enter opupmgr, and then press the <Tab> key. The cursor will be in the
Password: edit field.

NOTE

All passwords must meet the following requirements:

e Minimum of eight (8) characters in length.

» Contain at least one special caracter within the first 8 characters
L@ %(_+{[#=28")

* Contain at least one (1) UPPERCASE character (A through Z)

» Contain at least one (1) lowercase character (a through z)

» Contain at least one number (0 through 9)

B1
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ATTACHMENT 2 (Continued)

SMALL OPUP CHECK-OUT PROCEDURE
c. Inthe Password: edit field, enter a new password for opupmgr, and then press the
<Tab> key. The cursor will then be in the Reenter password: field.

d. Inthe Reenter password: field, reenter the password exactly the same way it was
enter in the previous step, and then click on the Save button.

e. Click the Return to Main Menu button. The 0PUP Manager Main Menu will be
displayed.

7. From the OPUP Manager Main Menu, click on the OPUP Software Menu button to
display the OPUP Software Menu window.

B2
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ATTACHMENT 2 (Continued)

SMALL OPUP CHECK-OUT PROCEDURE

8. Fromthe OPUP Software Menu, click onthe OPUP Process Status button to
display the OPUP Process Status window. Processes that are running will have
information in the columns out to the right of the process name such as the PID, %CPU,
$MEM, etc. Ensure the following software processes have automatically started running. If no
task is displayed to the right of the OPUP APPPS/Task column, return to the previous menu
by clicking on the Return to Last Screen button and then click on the Start OPUP
button.

— Netscape: OPUP Process Status ]
File Edit “iew Go Communicator Help
Back Forvard  Reload Home search  MNetscape Frirt Se

.~ Bookmarks A Location: fttp: //loghost: 8080 /cgi-hin/: f| &7 What's Related

T A WebMail ¢ Calendar ¢ Radio ¢ People o Yellow Pages ¢ Download [ Chann

OFUP Process Status .

OFUF Applications and Tasks
mnning on osfopuplserver

Fri Apr 25 13:54:20 GWT 2003
OFUF App/Task ISEFR. FID BCPU %EM RS5 WaE 032 TIME CoOM
dmcu. L opupngr  B53E n.z 0.5 9216 18768 2346 0:00 fho
METL. .o opupngr EEEO 0.3 o5 9448 18376 2372 0:00 Lo
MO, . opupmgr  BE77 0.3 0.5 3672 18376 2372 0:00 fho
T opupngr  E571 0.4 0.5 9616 18376 2372 0:00 fho
MG, .. opupmgr G583 0.3 0.5 3320 18376 2372 0:00 fho
MO, .. opuprgr  BEES 0.z 0.5 9456 18976 2372 0:00 Sho
METL. .. opupngr  BEEE 0.3 ot 9640 18376 2372 0:00 sha
MO, . opupmgr  B5E3 0.3 0.5 9632 18376 2372 0:00 fho
MO, . opupngr  BSES 0.4 0.5 9456 183976 2372 0:00 Sho
METL. .o opupngr BEYd4 0.4 o5 9448 18376 2372 0:00 Lo
Purgebatabase. ... ... apupmgr B77E n.z 0.4 7264 18488 2311 0:00 Pur
Alectserver. . ..., .. opupngr G345 0.z 0.g 1ie80 17680 2210 0:00 Ale
Temminatorlserver. .. opupmgr E3EE n.z 0.5 10072 16ESE 2082 0:00 Ter
Productierver. ... ... apupngr  BE 84 0.5 0.6 12040 17128 2141 0:00 Pro |
otosermver. ... ... ... opupngr &390 0.3 0.& 10296 17836 2237 0:00 otr
c_tep. L opupmgr  BEEZ n.z oz 3264 3664 453 0:00 fho
ci_tep. ... opupngr 6714 0.1 oz 2904 3368 421 0:00 fho |
c_Lop. .. opupngr ET42 n.z n.z 3120 Fed8  4E5E 0:00  fho
rssd. L opupmgr B399 0.1 0.1 1384 2824 353 0:00 fho

OFUF GUT Applications

9. Click on the Return to Main Menu button to return to the 0PUP Manager Main
Menu.
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ATTACHMENT 2 (Continued)

SMALL OPUP CHECK-OUT PROCEDURE

Add New User
NOTE

To complete the OPUP Check-out procedures, you must create at
least (1) one user account. You may create accounts for all the
users, but they will need to create their own passwords.

10. Click on the OPUP Users Menu button to display the 0PUP Users Menu.

11. Click on the Add New User button to display the OPUP Manager Add New User
window.

12.Inthe User Information: area of the window, click in the User Name: editarea to
activate the field for text entry.

NOTE

All user name must meet the following requirements:

e Minimum of three (3) characters in length.

» Contain at least two (2) alpha character (A through Z or a through z)
» Contain at least one number (0 through 9) or special caracter

L@ %(_+{[#=2387")

13. Enter any combination of letters and numbers that meet the requirements above to create a
unique Account Name. Character case is very important when creating an Account Name.
Future access to this account will require the exact same case for each character as entered
here.

14. Press the <Return> or <Tab> key or click in the Password: edit area to activate the
field for text entry.

NOTE

All passwords must meet the following requirements:

*  Minimum of eight (8) characters in length.

» Contain at least one special caracter within the first 8 characters
L@ %(_+{[#=28")

* Contain at least one (1) UPPERCASE character (A through Z)

» Contain at least one (1) lowercase character (a through z)

* Contain at least one number (0 through 9)
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15.

16.

17.

18.

19.

20.

21.

22.

23.

DoD: TO 31P1-4-108-613
ATTACHMENT 2 (Continued)

SMALL OPUP CHECK-OUT PROCEDURE

Enter any combination of letters and numbers that meets the requirements above to create a
unique password for this account. Character case is very important when creating an
account password. Future access to this account will require the same case for each
character as entered here.

Press the <Return> or <Tab> key or click in the Reenter password: edit area to
activate the field for text entry.

Enter the password exactly as it was entered previously. This ensures the password was
not mistyped/misspelled.

NOTE

Any field may be edited at any time if an error is made. Clicking on
the Reset Form button clears all entries in the window.

Clicking on the Return to Main Menu button exits this
window without saving any of the new user information. To save
the new user information proceed to the next step.

Click on the Save button. A New User Confirmation window is displayed with the
account name contained in the window title.

Ensure the correct information is displayed. If not, return to the OPUP Users Menu and click
the Delete User button to begin the process of deleting the wrong user. Perform steps 10
through 18 of this procedure over again.

Once a new user has been added correctly, click on the Return to Main Menu button
to return to the OPUP Manager Main Menu.

Logout of CDE as follows:
a. Click on the EXIT button near the bottom center of the CDE Control Panel.

b. In the Logout Confirmation pop-up window, click on the OK button to continue to logout.
Login to the OPUP using the user name and password created in steps 13 and 17.

Once the CDE is displayed, click on the Status & Control icon near the left hand side of
the CDE Control Panel to open up the Status and Control window. A green dot should
appear on the Network Map display at the location of the Dedicated RPG location. This
indicates the system has been installed correctly and is operating correctly. If a green dot
does not appear on the Network Map display, contact the ROC Hotline (1-800-643-3363) for
assistance.
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DoD: TO 31P1-4-108-613
ATTACHMENT 2 (Continued)

SMALL OPUP CHECK-OUT PROCEDURE

24. Click on the red double arrow EXIT button near the upper right hand corner of the window to
close the Status and Control window.
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10.

11.

DoD: TO 31P1-4-108-613
ATTACHMENT 3

SMALL OPUP DIAL OUT TEST PROCEDURE

To test the capability to dial out to an RPG, first open the Product Display GUI (PDGUI) by
clicking on the Product Display icon on the far left hand side of the CDE Control Panel.
Wait for the 12 panel (humbered 0 through 11) Product Display window to open.

Click on a small green square Product Selection button in any of the 12 display panels
to display the small Product Selection pop-up window.

Click on the Dedicated button next to RPG Type to display a small drop down option
window of RPG types.

Click on the Area of Responsibility (AOR) AOR option. The RPG list box should now be
populated with the appropriate subset of RPG IDs matching the Area of Responsibility option.

Note the four character RPG ID currently displayed in the RPG box. Click on the RPG ID
button to open up a drop down option window displaying a list of all AOR RPG IDs. These
should be the RPGs adjacent to the Small OPUP being installed.

NOTE

For the next step you need to select a radar that has already
switched dial communications over to TCP/IP. While the OPUP
Team will coordinate all communications changes, they provide
that information to the ROC Hotline. Give the Hotline a call to
confirm which radar(s) in your AOR have been converted (1-800-
643-3363).

Click on the desired RPG ID. This will close the drop down option window and display the
selected RPG ID in the RPG box. This should be an RPG adjacent to the Small OPUP being
installed that has already done the communications switch over. There may need to be some

coordination with the ROC and the adjacent RPG to ensure the communications switch over
has been done.

Click on the Base Reflectivity button next to Category to display a drop down option
window of product types and ensure base reflectivity is selected.

Using the mouse, click on the elevation angle of .5 and a resolution of .54.

Using the mouse, click on the desired product parameters (elevation, resolution, if
applicable).

Click on the OTR button at the bottom of the window to display the PDOTRDialog window.

Modify any specific OTR parameters as desired.
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DoD: TO 31P1-4-108-613
ATTACHMENT 3 (Continued)

SMALL OPUP DIAL OUT TEST PROCEDURE

NOTE

The next step may take up to 1 minute to display the product.

12. Click on the Send/Clear button at the bottom of the window. The OTR request will be
formatted and sent to the selected RPG. The originating panel and register in the PDGUI will
be cleared. When the product is received, the product received message and the product
itself will be displayed in the originating panel.

13. Close the PDGUI window by clicking on the red double arrow located on the PDGUI toolbox.
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DoD: TO 31P1-4-108-613
ATTACHMENT 4

SMALL OPUP ARCHIVE IV TEST PROCEDURE

NOTE

This procedure is divided into four sections. The first section
involves identifying, selecting, and saving the data to be archived
to the OPUP hard drive as an OPUP operator. The second section
involves copying that data from the OPUP hard drive to the Archive
IV CD-ROM device as the System Administrator. The third section
involves removing the data from the OPUP hard drive that was
archived and then copying the data back off of the CD-ROM to the
OPUP hard drive as the System Administrator. The fourth section
reads the data from the OPUP hard drive and displays it on the
monitor as an OPUP operator.

Saving Data for Archive

Login as a user.

Click on the Status & Control icon near the left hand side of the Common Desktop
Environment (CDE) front panel to display the Status and Control window.

Click on the Archive selection near the top of the window to display the Archive window.

Ensure that Dedicated is displayed in the RPG type button above the RPG area on the left
side of the window. If not, click on the button and then click on the Dedicated selection.

Click on the 4-letter RPG ID of the RPG that has a dedicated connection to the Small
OPUP being installed. The selection will become highlighted.

Click on the Select All Products button to select and highlight all of the available
products.

Click on the Space Needed icon, in the space 1 portion of the window, to have the
OPUP calculate the amount of hard drive disk space needed to store the products selected.
This could take a minute to complete. Once completed, a feedback message of xx.xx
Megs Needed is displayed next to the Space Needed button and on the status line at the
bottom of the window.

Click in the box under Archive Name: inthe step 2 Saved Archive by Name area of the
window, to activate the field for text entry. Enter the name archive_test.
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10.

1.

12.

13.

14.

15.

16.

17.

DoD: TO 31P1-4-108-613
ATTACHMENT 4 (Continued)

SMALL OPUP ARCHIVE IV TEST PROCEDURE

NOTE
This step DOES NOT copy the archive product data set to the
Archive IV disk. Copying the archive product data set to the

Archive IV disk must be done from the System Administrator
account via the OPUP Manager Main Menu.

Click on the Create Archive button. The message Backup Done'! will be displayed
on the status line at the bottom of the window and in a small Notice pop-up window.

Click on the OK button in the small Notice pop-up window.

Click on the red double arrow EXIT button near the lower right hand corner of the window to
close the Archive window and return to the Status and Control window.

Click on the red double arrow EXIT button near the upper right hand corner of the Status
and Control window to close the window.

Logout of CDE as follows:
a. Click on the EXIT button near the bottom center of the CDE front panel.

b. Inthe Logout Confirmation pop-up window, click on the OK button to continue to
logout.

Writing Data to the Archive IV Disk

Insert a CD-ROM into the Archive IV drive.

Login to the OPUP as the System Administrator using the user name of OPUPMQr and the
site specific opupmgr_password.

Once the CDE is displayed, click on the Netscape globe icon on the left side of the CDE
front panel to start the Netscape browser. One or more Netscape pop-up windows may
appear with various messages. Click on the OK button in each one until the Netscape home
menu is displayed.

Click anywhere on the grey background area of the Netscape home menu to start the sign on
process.

a. Inthe User ID: box, enter opuUpPMQFr then press either the <Return> or the
<Tab> key to place the cursor in the Password: box.
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DoD: TO 31P1-4-108-613
ATTACHMENT 4 (Continued)

SMALL OPUP ARCHIVE IV TEST PROCEDURE

b. Inthe Password: box enter the same site specific opupmgr_password that was used
previously.

c. Click on the OK button.

18. From the OPUP Manager Main Menu, click on the OPUP Archive Menu button to
display the OPUP Archive Menu.

19. From the OPUP Archive Menu, click on the Check Archive button to open up The
Existing Archives on Server window. This window displays a complete list of all the
existing archives on the OPUP hard drive. Ensure that an archive name does exist ending
with archive test as defined in step 8 above in the upper half of the window.

20. Click on the Return to Last Screen button to return to the OPUP Archive Menu.

21. Click on the Create Archive button to display a window titled Please Select
Archive Case to create to Cdrom.

22.Inthe Select Case column, click on the radio button corresponding to the Available Archive
Case ending with archive test to highlight it.

23. Click on the Create Archive button. A create Archive confirmation window will be
displayed once the process is complete. This could take several minutes to appear,
depending on how many products were selected for archive.

24. Click on the Return to Main Menu button to return to the OPUP Manager Main Menu.

Erase Original Data Set from OPUP Hard Drive and Copy Data Set from Archive IV Disk
Back to the OPUP Hard Drive

25. From the OPUP Manager Main Menu, click on the OPUP Archive Menu button to
display the OPUP Archive Menu.

26. From the OPUP Archive Menu, click on the Check Content of CDROM button to
display the Content of CDROM window. This window lists all of the available data on the
Archive IV disk. Ensure the archive set ending with archive test is displayed in the upper
half of the window.

27. Click on the Return to Last Screen button.

28. Click on the Erase Archive button to display a window tited OPUP manager Erease
Archive. Click on the Ye@S button to continue.
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30.
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32.

33.

34.

35.

36.

37.

38.

39.

40.

DoD: TO 31P1-4-108-613
ATTACHMENT 4 (Continued)

SMALL OPUP ARCHIVE IV TEST PROCEDURE

Inthe Please select archive case to erease from server window, in the
Select Case column, click on the radial button corresponding to the Available Archive
Case ending with archive test to highlight it.

Click on the Erase Archive button. An Erase Archive confirmation window will be
displayed. This acknowledges that the archive data set has been erased from the OPUP
hard drive.

Click on the Return to Main Menu button to return to the OPUP Manager Main
Menu.

Click on the OPUP Archive Menu button to display the 0PUP Archive Menu.

Click on the Restore Archive button to display a window titled The content of the
inserted CDROM is as follow: This window lists all of the available archive data sets
on the Archive |V disk. Ensure the archive set ending with archive test is displayed in
the window.

Click on the Restore Archive button. A Restore Archive confirmation window will
be displayed once the process is complete. This could take several minutes to appear,
depending on how many products are in the archive data set.

Click on the Return to Main Menu button to return to the OPUP Manager Main
Menu.

Logout of CDE as follows:
a. Click on the EXIT button near the bottom center of the CDE front panel.

b. Inthe Logout Confirmation pop-up window, click on the OK button to continue to
logout.

Read Data Off of the OPUP Hard Drive and Display it on the Monitor

Login as an OPUP user, using the user name and password created in ATTACHMENT 2,
steps 11 through 15.

Once the CDE is displayed, click on the Status & Control icon near the left hand side of
the CDE front panel to display the Status and Control window.

Click on the Restore selection near the top right hand side of the window to display the
Restore window.

Inthe Existing Archive column, click on the data set named archive test to highlight
it.
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47.

48.

49.

DoD: TO 31P1-4-108-613
ATTACHMENT 4 (Continued)

SMALL OPUP ARCHIVE IV TEST PROCEDURE

NOTE

This step makes the archive product data available to be viewed
via the Archive Product Display and Archive Status Log GUIs.

Click on the Restore Archive icon (meshed gears) at the bottom left of the window. The
message Archive Restored! will be displayed in a small Success pop-up window once
the process is complete.

Click on the OK button in the small Success pop-up window.

Click on the red double arrow EXIT button near the lower right hand corner of the Restore
window to return to the Status and Control window.

Click on the red double arrow EXIT button near the upper right hand corner of Status and
Control window to close that window.

NOTE

The OPUP software does not allow simultaneous display of current
and archived data. Therefore, no real-time OPUP applications, like
the PDGUI, can be active during the final few steps of this
procedure.

Ensure that PDGUI and all other real-time OPUP applications are not active.

Click on the Archive Product Display icon near the right hand side of the CDE front
panel to display the Archive - Product Display GUIT.

NOTE

The Archive - Product Display GUI has the same look and feel as
the real-time PDGUI. However, some operational functions that
would not make sense for viewing archived data (alerts, auto-dial,
etc.) are not available and not executable (greyed-out).

Click on a small green square Product Selection button in any of the 12 display panels
to display the small Product Selection pop-up window.

Click on the Apply button in the lower left hand corner. This should result in a product
being displayed in that panel. This verifies all Archive |V functions are working.

Close the Archive - Product Display GUI window by clicking on the = (dash or minus sign)
button in the upper left hand corner of the window to display a drop down option menu. Click
on Close at the bottom of the drop down option menu.
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DoD: TO 31P1-4-108-613
ATTACHMENT 5

SMALL OPUP UPS TEST PROCEDURE

Unplug the UPS from the wall outlet.

a. The UPS should BEEP and an audible hum should come from the UPS. The BEEPs
should repeat at 30-second intervals.

b. Observe the Monitor. The server should remain on-line for 5 minutes before the
shutdown script begins.

c. Atthe end of the shutdown script the server should power OFF automatically. The power
LED should go out, and the BEEPs should stop.

d. Wait 30 seconds after the power LED goes out before proceeding to the next step.
Plug the UPS back into the wall outlet and press the power button on the front of the server to
power up the OPUP. The server should power on and boot up normally all the way to the

CDE login window.

Repeat steps 1 through 8 in ATTACHMENT 2 to login as opupmgr, start the Netscape
browser and login again as opupmgr, and check the OPUP process status window.

Click on the Return to Main Menu button to return to the OPUP Manager Main
Menu.

Logout of CDE as follows:

a. Click on the EXIT button near the bottom center of the CDE front panel.

b. Inthe Logout Confirmation pop-up window, click on the OK button to continue to
logout.

For normal every day use, login to the OPUP using the user name and password that was
created in ATTACHMENT 2, steps 11 and 15.
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DoD: TO 31P1-4-108-613

ATTACHMENT 9

SMALL OPUP INSTALLATION COMPLETION FORM

Site Name:

Site Identifier:

Total Time to Complete this Modification Document:

Technician’s Name(s):

Technician’s Phone Number:

Date Completed:

Problem(s) Encountered:

Upon completing this form, return it to the ROC by one of the following methods:
1. Mailing Address:  Program Branch, Retrofit Management Team
WSR-88D Radar Operations Center
3200 Marshall Ave., Suite 101
Norman, OK 73072-8028

2. FAX Number: (405) 366-6553
ATTN: Retrofit Management Team

3. E-mail Address:  NEXRAD.Logistics@noaa.gov

4. Web Version: http://www.roc.noaa.gov/ssb/logistics/complete/
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